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2 Siemens ET A1 · 10/2009

Innovation is the key to success.

We continue to invest heavily in the re-
search and development of new technolo-
gies. We have our own experimental and 
test laboratories where we carry out in-
tensive basic research on the climate in 
buildings and on fire, gas and explosion 
protection. This gives us the experience 
and the opportunity to create solutions 
that continuously flow into our new prod-
ucts and systems. At special test premises, 
such as airport buildings and hospitals, 
we test the interoperability of the individ-
ual systems. This empirical data is incor-
porated into industry-specific solutions 
that continually set new standards and 
underscore our claim to technological 
leadership.

Energy-efficiency and environmental 
protection is our business principle.

And this business principle applies cross-
company and to each and every em-
ployee: We are committed to environmen-
tal protection and the careful use of re-
sources. Since 1994, we have been 
involved in more than 1300 energy effi-
ciency projects, which have jointly con-
tributed to the saving of around 1.5 billion 
euros in energy costs and reduced the an-
nual CO2 burden on the environment by 
approx. 700,000 t. So it’s obvious that in-
telligent solutions in technical infrastruc-
tures benefit not only the owners and op-
erators of buildings, but also those who 
have nothing to do with them.

Close customer relations are our USP.

This is not just a soundbite. We make ev-
ery effort to ensure close customer rela-
tions. We have in-depth knowledge of 
their business and involve them in the de-
velopment of our innovations. Our skills 
make us an expert provider of industry-
specific solutions and services, a preferred 
partner during the life cycle of a building - 
and allow us to enjoy mutual growth with 
our customers.

ET_A1.book  Page 2  Donnerstag, Januar 7, 2010  2:34 PM

© Siemens AG 2010



3Siemens ET A1 · 10/2009

Answers for Infrastructure.

Siemens Industry meets the great challenges of our time 

head on. With solutions for technical infrastructure in 

industrial and non-residential buildings, residential 

buildings and public facilities, Siemens ensures enhanced 

comfort and energy efficiency in buildings, as well as the 

protection and safety of persons, property and business 

processes. As a longstanding and professional partner with 

all-round expertise in the industry sector, we offer tailored 

solutions that generate sustainable added value for our 

customers.

Gain a competitive edge - with integrated building solutions.

Total Building Solutions means more in-
novation from a single source for en-
hanced functionality under one roof. 
When it comes to delivering turnkey build-
ings equipped with cutting edge power 
distribution, building automation and 
safety and fire-protection equipment from 
a single source, Siemens is in a league of 
its own. And just to show that we are 
more than the sum of our parts, our port-
folio includes:

• Electrical installation 
Distribution boards and terminal 
blocks, low-voltage circuit protection, 
building management systems, 
switches and socket outlets

• Building automation 
Heating, ventilation and air-condition-
ing controls, overall energy solutions 
offering guaranteed savings

• Safety solutions 
Access control, video monitoring, bur-
glar protection, alarm control centers, 
operation of alarm control centers

• Fire protection 
Fire alarms, alerting, evacuation, 
extinction and complete fire protection 
solutions

Take a closer look at all the options avail-
able from Siemens. Check out the oppor-
tunities our products provide and discover 
how we can help you sustainably enhance 
your competitive edge.
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ALPHA 160 - DIN Wall-Mounted Distribution Boards
Accessories

Quick-assembly kits
and standard assembly kits

2/11Siemens ET A1 · 10/2009
* You can order this quantity or a multiple thereof.

2

■ Selection and ordering data

Version DT Order No. Price 
per PU

PU PS*/
P. unit

PG

Unit(s) Unit(s)

Partitions
• For the visual and spatial separation of different potentials
• Material: plastic

Versions

8GK9 001-3KK01

• Vertical
- Height 450 mm A 8GK9 001-3KK01 1 1 039
- Height 600 mm B 8GK9 001-4KK01 1 1 039
- Height 750 mm B 8GK9 001-5KK01 1 1 039

- Height 900 mm A 8GK9 001-6KK01 1 1 039
- Height 1050 mm A 8GK9 001-7KK01 1 1 039

8GK9 002-0KK10

• Horizontal
- Width 250 mm A 8GK9 002-0KK10 1 1 039

8GK9 910-0KK10

N/PE bars
• For mounting on longitudinal stays, with 2 × 29 clamping points, 16 mm2

• 250 mm long

A 8GK9 910-0KK10 1 1 039

8GK9 910-0KK11

N/PE bars as plug-in terminals

Versions

• Each with 6 screw terminals from 2.5 ... 16 mm2 and 21 plug-in termi-
nals from 1.5 ... 4 mm2 for mounting on longitudinal stays at a 30°
inclination

A 8GK9 910-0KK11 1 1 039

• With 6 screw terminals from 2.5 ... 6 mm2 and 21 plug-in terminals from 
1.5 ... 4 mm2 for PE bar and one N bar each with 2 screw terminals from 
2.5 ... 16 mm2 and 10 plug-in terminals from 1.5 ... 4 mm2 for mounting 
on longitudinal stays at a 30° inclination

A 8GK9 910-0KK12 1 1 039

8GS4 034-1

N terminals N } 8GS4 034-1 1 1 043
• For snapping onto standard mounting rail
• For distributing the neutral conductor to two residual current operated 

circuit-breakers
• 2 × screw terminal, conductor cross-section max. 16 mm2

• 14 × plug-in terminal, conductor cross-section max. 4 mm2

8GS4 034-2

PE terminals N } 8GS4 034-2 1 1 043
• For snapping onto standard mounting rail
• 2 × screw terminal, conductor cross-section max. 16 mm2

• 14 × plug-in terminal, conductor cross-section max. 4 mm2

8GS4 034-3

N/PE terminals N } 8GS4 034-3 1 1 043
• For snapping onto standard mounting rail
• For distributing the neutral conductor to two residual current operated 

circuit-breakers
• 1 × screw terminal, conductor cross-section max. 16 mm2 1)

• 7 × plug-in terminal, conductor cross-section max. 4 mm2 1)

Footnote
1) Per PE or N potential.
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ALPHA 160 - DIN Wall-Mounted Distribution Boards
Accessories
Quick-assembly kits
and standard assembly kits

2/12 Siemens ET A1 · 10/2009
* You can order this quantity or a multiple thereof.

2

8GS4 034-4

N/N terminals N } 8GS4 034-4 1 1 043
• For snapping onto standard mounting rail
• For distributing the neutral conductor to two residual current operated 

circuit-breakers
• 1 × screw terminal, conductor cross-section max. 16 mm2 1)

• 7 × plug-in terminal, conductor cross-section max. 4 mm2 1)

Footnote
1) Per PE or N potential.

8GK9 910-0KK20

Supports for front cover
• Short version
• Material: plastic
• 1 set = 4 supports

A 8GK9 910-0KK20 1 set 5 sets 039

8GK9 910-0KK00

Blanking strips
Color RAL 7035 (light gray)

Versions

• For 12 MW (1 MW = 18 mm) A 8GK9 910-0KK00 1 10 039
• Length 1 m, without pressure-relief joint, to cut to length A 8GK9 910-0KK01 1 1 039

8GK9 910-0KK27

ALPHA assembly tools 
• For supports
• Short and long version
• With ergonomic handle for supports

A 8GK9 910-0KK27 1 1 039

8GK9 910-0KK35

Standard mounting rails, lowered 

Width

• 250 mm A 8GK9 910-0KK35 1 1 039
• 500 mm N C 8GK9 910-0KK40 1 set 1 set 039
• 750 mm N C 8GK9 910-0KK41 1 set 1 set 039

Version DT Order No. Price 
per PU

PU PS*/
P. unit

PG

Unit(s) Unit(s)

7
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3

ALPHA 400 - DIN Wall-Mounted 
Distribution Boards

3/2 Introduction

Unequipped Distribution Boards 
(Flat Pack)

3/6 8GK1 surface-mounting distribution 
boards

Pre-Assembled Unequipped 
Distribution Boards 

3/7 8GK1 surface-mounting distribution 
boards, IP43

3/8 8GK1 surface-mounting distribution 
boards, IP55

3/9 8GK1 flush-mounting distribution 
boards

Quick-Assembly Kits 
for Unequipped Distribution 
Boards

3/10 8GK4 quick-assembly kits for 
modular installation devices

3/12 8GK4 quick-assembly kit 
combinations

Assembly Kits for Unequipped 
Distribution Boards

3/12 8GK4 longitudinal stays
3/13 8GK4 assembly kits for modular 

installation devices
3/14 8GK4 assembly kits for terminal 

blocks 
3/15 8GK4 assembly kits with mounting 

plates
3/16 8GK4 assembly kits for unequipped 

panels
3/16 8GK4 assembly kits for unequipped 

panels with deep-drawn cover, 
40 mm

3/17 8GK4 assembly kits for 3NP fuse 
switch disconnectors for mounting on 
support plate

3/18 8GK4 assembly kits for 3NP fuse 
switch disconnectors for busbar 
mounting

3/19 8GK4/8GE3 assembly kits for 
SENTRON VL/VF circuit-breakers

3/19 8GK4 assembly kits for bus-mounting 
fuse bases, for mounting on busbar 
systems

3/20 8GK4 assembly kits for SR60 busbar 
systems, 60 mm

3/22 8GE assembly kits for meter mounting

Accessories
3/23 Unequipped distribution boards
3/25 Quick-assembly kits and assembly 

kits
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ALPHA 400 - DIN Wall-Mounted Distribution Boards

Introduction

3/2 Siemens ET A1 · 10/2009

3 ■ Overview

System
The modular design of our new Siemens distribution board sys-
tem draws on our long years of experience in the distribution 
board sector.
This system has been tailored to meet individual requirements 
for distribution board installation.
The system comprises flat packed unequipped distribution 
boards for surface-mounting distribution boards (delivery in in-
dividual parts for self-assembly), pre-assembled unequipped 
distribution boards for surface and flush-mounting distribution 
boards, cabinet-height quick-assembly kits for ultra fast equip-
ping and wiring, assembly kits for project-related and individual 
assembly – and an extensive range of accessories.

Enclosures
• Material: electrogalvanized and powder-coated sheet steel.
• Sheet thickness, degree of protection IP43: body 0.75 mm, 

door 1 mm
• Sheet thickness, degree of protection IP55: body 1 mm, door 

1 mm
• Color: RAL 9016 (traffic white). Further RAL colors are avail-

able on request.

Quick-assembly kits and standard assembly kits
The assembly kits are made of sendzimir-galvanized sheet steel 
and are equipped with molded-plastic covers for a wide range 
of equipping options, e.g., for switching devices and modular in-
stallation devices.
The largest switching devices that can be mounted with the 
ALPHA 400 - DIN wall-mounted distribution boards are Siemens 
switching devices with a rated current of 400 A.

Cabinet dimensions
• All dimensions are stated in mm.
• Height (internal/external): 600/650, 750/800, 900/950, 

1050/1100, 1200/1250, 1350/1400
• Width (internal/external): 250/300, 500/550, 750/800, 

1000/1050, 1250/1300
• Depth (external): 210
• Assembly kits in panel-size grid dimensions height x width: 

150 x 250

ALPHA 400 - DIN wall-mounted distribution 
boards

Page Surface-
mounting 
distribution 
boards

Flush-
mounting 
distribution 
boards

Rated 
current

Cabinet 
depth

Safety class Degree of 
protection

A mm 1 2

Unequipped 
distribution 
boards, flat pack

3/6 ✔ -- 400 210 ✔ ✔ IP43

Unequipped 
distribution 
boards, 
pre-assembled

3/7 ✔ ✔ 400 210 ✔ ✔ IP31 / IP43 / IP55

��
�

�
�
�

�
�

��
�

�
�
�

�
�
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ALPHA 400 - DIN Wall-Mounted Distribution Boards

Introduction

3/3Siemens ET A1 · 10/2009

3
Flat pack
The new delivery option for the ALPHA distribution board prod-
uct range offered by Siemens is both a new product and an
innovation. 
Flat packed distribution boards are delivered as individual parts 
packaged in cardboard boxes for self-assembly. 
These boxes contain all essential individual parts, complete with 
brief mounting instructions and all mounting accessories.
Only a few manual steps are required to assemble the individual 
system components to create wall or floor-mounted distribution 
boards of degree of protection IP43. 
The only tool required for such assembly is a one-size 
screwdriver.
This offers clear advantages and customer benefits: a consider-
able reduction in the delivery volume and storage space
required.
It goes without saying that the distribution boards can also be 
delivered as pre-assembled items.

■ Benefits
• Flat pack delivery option (assembly kit for self-assembly, i.e., 

the quick-assembly kits and standard assembly kits can be 
mounted directly onto the platform) or delivered as a pre-as-
sembled unequipped distribution board

• Easy planning thanks to modular design
• Ample wiring space behind the standard mounting rail
• Comprehensive range of cabinet-high and frequently used 

quick-assembly kits and standard assembly kits for individual 
and project-related assembly

• Easy assembly thanks to keyhole-fastened components and 
modules with quick-acting locks

• Fast mounting times thanks to quick-assembly kits
• System concept according to DIN, EN and VDE regulations
• Solid sheet-steel enclosure
• Degree of protection: surface-mounting version: IP43 with 

door, IP55 with door; flush-mounting version: IP31 with door 
and integrated masking frame

• Safety class 1 (protective conductor connection) or safety 
class 2 (total insulation) 

• High-quality surface finish: distribution boards made of elec-
trogalvanized and powder-coated sheet steel, system compo-
nents made of sendzimir-galvanized sheet steel, galvanized 
and transparently chromated small components and screws

• Doors can be hinged on the right or left
• Door opening angle of 180°
• Replaceable locking systems (accessories)
• Transparent doors in Giugiaro design (accessories)
• Front cover with sealable 90° quick-acting locks
• Environmentally-friendly and recyclable plastics.

■ Application

ALPHA 400 - DIN wall-mounted distribution boards are used for 
all applications where an ALPHA 160 - DIN wall-mounted distri-
bution board does not provide sufficient equipping or wiring 
space, e.g. in residential, administrative, non-residential, com-
mercial and industrial buildings.
With a mounting depth of 210 mm, it ideally supplements the 
Siemens distribution board product ranges.
The distribution board and its components are of modular 
design.
With just a few standard components, it is possible to achieve a 
wide range of project-related mounting and equipping options.
The ALPHA 400 - DIN wall-mounted distribution board range 
comprises wall-mounted distribution boards with up to 9 modu-
lar installation devices, each with 12 MW per mounting width 
(250 mm). The standard mounting rail tier spacing is 125 mm or 
150 mm. A total of 5 cabinet mounting widths are available, each 
with an internal dimension of 250 mm. 
The distribution boards can be supplied in safety class 1 (pro-
tective conductor connection) or safety class 2 (total insulation). 
The standard degree of protection for surface-mounting distri-
bution boards is IP43 and IP55. The standard degree of protec-
tion for flush-mounting distribution boards is IP31. The rated cur-
rent is 400 A.
The modular design of the board enables easy planning, config-
uration, calculation, ordering and mounting.
Cabinet-high quick-assembly kits or assembly kits that only re-
quire a one-size screwdriver for assembly are available for all 
mountable switching devices and modular installation devices.
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ALPHA 400 - DIN Wall-Mounted Distribution Boards

Introduction

3/4 Siemens ET A1 · 10/2009

3 ■ Design

Platform concept
A further innovation of the ALPHA distribution board product 
range is the "platform concept", which means that all supporting 
build-in components are mounted directly onto the platform (rear 
plate).
The covering parts (side panels, roofing plates, base plates and 
doors) are either assembled immediately or at a later point in 
time, irrespective of the assembly kits. The fact that the quick-as-
sembly kits and standard assembly kits can be equipped and 
wired with modular installation devices is an additional 
advantage.
The fully wired assembly kits can then be placed on the platform 
and secured to the rear plate with a quick-acting lug. In addition, 
both the quick-assembly kits and the standard assembly kits 

can also be secured with a screw, which is included in delivery. 
The enclosure covering parts such as top, base and side plates 
are then mounted.
The available wiring space can be optimally utilized as the rear 
plates of the modular installation devices can be manually ac-
cessed from all four sides.
The advantage of being able to fit the remaining parts of the en-
closure at a later stage also makes it possible to prevent dam-
age to the coating or other visual damage.
During the mounting phase, the platform can be optionally 
mounted with or without the covering parts and doors. The fully 
equipped and wired standard assembly kits or quick-assembly 
kits are then simply snapped onto the platform or in the pre-
assembled unequipped distribution board.

The fully equipped and wired stan-
dard assembly kits or quick-as-
sembly kits are fastened directly 
onto the platform (rear plate).

The front covers can now be 
mounted.

And finally, the covering parts, 
i.e., the top, base and side plates 
are mounted.
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ALPHA 400 - DIN Wall-Mounted Distribution Boards

Introduction

3/5Siemens ET A1 · 10/2009

3■ Technical specifications

1) Further RAL colors are available on request.
2) Busbar support distance: 250 mm, Cu busbar 30 mm × 10 mm.

Cabinet dimensions 

Overvoltage category III

Rated impulse withstand voltage Uimp in kV 6

Clearance and creepage distances DIN VDE 0110

Rated insulation voltage Ui in V 690

Rated operational voltage Ue in V AC/DC 690

Rated voltage Un (40 Hz ... 60 Hz AC) in V 690 for built-in devices

Rated current in A Up to 400

Rated peak short-circuit current Ipk in kA Up to 76 (3-pole)2)

Rated short-time current Icw in kA 34, conduction interval of 1 s

Protective measures Safety class 1 (protective conductor connection) 
Safety class 2 (total insulation)

Number of conductors within the busbar run 4/5

Degree of protection acc. to EN 60529 Surface mounting: IP43 with door, IP55 with door
Flush mounting: IP31 with door and integrated masking frame

Standard mounting rail tier spacing per standard mounting rail tier 
in mm

125/150

Modular width (MW) 18 mm, 12 MW + 1 mountable MW

Pollution degree 3

Ambient temperature in °C 35 (24-h average value)

Relative air humidity in % 50 at 40 °C

Test specifications EN 60439-1/3 (VDE 0660 Part 500/504), DIN VDE 0603-1

Enclosures Sheet steel

Mounting dimensions DIN 43870

Surface Electrogalvanized and powder-coated

Color
• Enclosure1)

• Covers
RAL 9016 (traffic white)
RAL 7035 (light gray)

Locking system Rotary handle which may be replaced by other locking systems on request

Packing material Shock-proof, environmentally-friendly

Surface-mounting 
distribution boards 
(external dimensions)

Flush-mounting distribution 
boards with integrated masking 
frame (external dimensions)

Recess dimensions 
for flush-mounting distribution board

Depth 210 mm Depth 210 mm Depth 215 mm

Height Width Height Width Height Width

mm mm mm mm mm mm

650 300
550
800

1050
1300

-- -- -- --

800 300
550
800

1050
1300

858 358
608
858

1108
1358

860 360
610
860

1110
1360

950 300
550
800

1050
1300

1008 358
608
858

1108
1358

1010 360
610
860

1110
1360

1100 300
550
800

1050
1300

1158 358
608
858

1108
1358

1160 360
610
860

1110
1360

1250 300
550
800

1050
1300

1308 358
608
858

1108
1358

1310 360
610
860

1110
1360

1400 300
550
800

1050
1300

1458 358
608
858

1108
1358

1460 360
610
860

1110
1360
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ALPHA 400 - DIN Wall-Mounted Distribution Boards
Unequipped Distribution Boards (Flat Pack)

8GK1 surface-mounting distribution boards

3/6 Siemens ET A1 · 10/2009
* You can order this quantity or a multiple thereof.

3 ■ Overview
• Flat pack: distribution board assembly kit for self-assembly; 

the cabinet-high quick-assembly kits and standard assembly 
kits can be mounted directly onto the platform of this distribu-
tion board assembly kit

• Cabinet depth of 210 mm
• Degree of protection IP43
• Safety class 1 (protective conductor connection) or safety 

class 2 (total insulation)

• RAL 9016 (traffic white)
• Unassembled enclosure with unassembled enclosed door 

and rotary handle, which can be replaced by other locking 
systems. Distribution boards with a width of 750 mm/800 mm 
or more will be supplied with a double door.

• Flanges: per panel width; one 1-component flange at the 
bottom, one 2-component flange at the top

■ Selection and ordering data

For quick-assembly kits and standard assembly kits, see pages 3/10 to 3/20.
For accessories, see page 3/23 ff.

Internal/external 
dimensions

Panel width Surface-mounting distribution boards, IP43

DT Safety class 1 PU PS*/
P. unit

PG DT Safety class 2 PU PS*/
P. unit

PG

Height Width Order No. Price 
per PU

Order No. Price 
per PU

mm mm Unit(s) Unit(s) Unit(s) Unit(s)

600/650 250/300 A 8GK1 102-2KK12 1 1 039 C 8GK1 112-2KK12 1 1 039

500/550 A 8GK1 102-2KK22 1 1 039 A 8GK1 112-2KK22 1 1 039

750/800 A 8GK1 102-2KK32 1 1 039 A 8GK1 112-2KK32 1 1 039

1000/1050 C 8GK1 102-2KK42 1 1 039 C 8GK1 112-2KK42 1 1 039

1250/1300 C 8GK1 102-2KK52 1 1 039 C 8GK1 112-2KK52 1 1 039

750/800 250/300 A 8GK1 102-3KK12 1 1 039 C 8GK1 112-3KK12 1 1 039

500/550 A 8GK1 102-3KK22 1 1 039 A 8GK1 112-3KK22 1 1 039

750/800 A 8GK1 102-3KK32 1 1 039 C 8GK1 112-3KK32 1 1 039

1000/1050 C 8GK1 102-3KK42 1 1 039 C 8GK1 112-3KK42 1 1 039

1250/1300 C 8GK1 102-3KK52 1 1 039 C 8GK1 112-3KK52 1 1 039

900/950 250/300 A 8GK1 102-4KK12 1 1 039 A 8GK1 112-4KK12 1 1 039

500/550 A 8GK1 102-4KK22 1 1 039 A 8GK1 112-4KK22 1 1 039

750/800 A 8GK1 102-4KK32 1 1 039 A 8GK1 112-4KK32 1 1 039

1000/1050 A 8GK1 102-4KK42 1 1 039 A 8GK1 112-4KK42 1 1 039

1250/1300 C 8GK1 102-4KK52 1 1 039 C 8GK1 112-4KK52 1 1 039

1050/1100 250/300 A 8GK1 102-5KK12 1 1 039 C 8GK1 112-5KK12 1 1 039

500/550 A 8GK1 102-5KK22 1 1 039 A 8GK1 112-5KK22 1 1 039

750/800 A 8GK1 102-5KK32 1 1 039 A 8GK1 112-5KK32 1 1 039

1000/1050 A 8GK1 102-5KK42 1 1 039 C 8GK1 112-5KK42 1 1 039

1250/1300 C 8GK1 102-5KK52 1 1 039 C 8GK1 112-5KK52 1 1 039

1200/1250 250/300 A 8GK1 102-6KK12 1 1 039 C 8GK1 112-6KK12 1 1 039

500/550 A 8GK1 102-6KK22 1 1 039 A 8GK1 112-6KK22 1 1 039

750/800 A 8GK1 102-6KK32 1 1 039 A 8GK1 112-6KK32 1 1 039

1000/1050 A 8GK1 102-6KK42 1 1 039 A 8GK1 112-6KK42 1 1 039

1250/1300 A 8GK1 102-6KK52 1 1 039 C 8GK1 112-6KK52 1 1 039

1350/1400 250/300 A 8GK1 102-7KK12 1 1 039 C 8GK1 112-7KK12 1 1 039

500/550 A 8GK1 102-7KK22 1 1 039 A 8GK1 112-7KK22 1 1 039

750/800 A 8GK1 102-7KK32 1 1 039 A 8GK1 112-7KK32 1 1 039

1000/1050 A 8GK1 102-7KK42 1 1 039 A 8GK1 112-7KK42 1 1 039

1250/1300 A 8GK1 102-7KK52 1 1 039 A 8GK1 112-7KK52 1 1 039
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ALPHA 400 - DIN Wall-Mounted Distribution Boards
Pre-Assembled Unequipped Distribution Boards

8GK1 surface-mounting distribution boards, IP43

3/7Siemens ET A1 · 10/2009
* You can order this quantity or a multiple thereof.

3■ Overview
• Cabinet depth of 210 mm
• Degree of protection IP43
• Safety class 1 (protective conductor connection) or safety 

class 2 (total insulation)
• RAL 9016 (traffic white)

• Enclosure pre-assembled with door and rotary handle, 
which can be replaced by other locking systems. Distribution 
boards with a width of 750/800 mm or more will be supplied 
with a double door.

• Flanges: per panel width; one 1-component flange at the 
bottom, one 2-component flange at the top

■ Selection and ordering data

For quick-assembly kits and standard assembly kits, see pages 3/10 to 3/20.
For accessories, see page 3/23 ff.

Internal/external 
dimensions

Panel width Surface-mounting distribution boards, IP43

DT Safety class 1 PU PS*/
P. unit

PG DT Safety class 2 PU PS*/
P. unit

PG

Height Width Order No. Price 
per PU

Order No. Price 
per PU

mm mm Unit(s) Unit(s) Unit(s) Unit(s)

600/650 250/300 C 8GK1 122-2KK12 1 1 039 C 8GK1 132-2KK12 1 1 039

500/550 C 8GK1 122-2KK22 1 1 039 C 8GK1 132-2KK22 1 1 039

750/800 C 8GK1 122-2KK32 1 1 039 C 8GK1 132-2KK32 1 1 039

1000/1050 C 8GK1 122-2KK42 1 1 039 C 8GK1 132-2KK42 1 1 039

1250/1300 C 8GK1 122-2KK52 1 1 039 C 8GK1 132-2KK52 1 1 039

750/800 250/300 C 8GK1 122-3KK12 1 1 039 C 8GK1 132-3KK12 1 1 039

500/550 A 8GK1 122-3KK22 1 1 039 C 8GK1 132-3KK22 1 1 039

750/800 C 8GK1 122-3KK32 1 1 039 C 8GK1 132-3KK32 1 1 039

1000/1050 C 8GK1 122-3KK42 1 1 039 C 8GK1 132-3KK42 1 1 039

1250/1300 C 8GK1 122-3KK52 1 1 039 C 8GK1 132-3KK52 1 1 039

900/950 250/300 A 8GK1 122-4KK12 1 1 039 A 8GK1 132-4KK12 1 1 039

500/550 A 8GK1 122-4KK22 1 1 039 A 8GK1 132-4KK22 1 1 039

750/800 A 8GK1 122-4KK32 1 1 039 A 8GK1 132-4KK32 1 1 039

1000/1050 C 8GK1 122-4KK42 1 1 039 A 8GK1 132-4KK42 1 1 039

1250/1300 C 8GK1 122-4KK52 1 1 039 A 8GK1 132-4KK52 1 1 039

1050/1100 250/300 A 8GK1 122-5KK12 1 1 039 A 8GK1 132-5KK12 1 1 039

500/550 A 8GK1 122-5KK22 1 1 039 A 8GK1 132-5KK22 1 1 039

750/800 A 8GK1 122-5KK32 1 1 039 A 8GK1 132-5KK32 1 1 039

1000/1050 A 8GK1 122-5KK42 1 1 039 A 8GK1 132-5KK42 1 1 039

1250/1300 C 8GK1 122-5KK52 1 1 039 C 8GK1 132-5KK52 1 1 039

1200/1250 250/300 C 8GK1 122-6KK12 1 1 039 A 8GK1 132-6KK12 1 1 039

500/550 A 8GK1 122-6KK22 1 1 039 A 8GK1 132-6KK22 1 1 039

750/800 A 8GK1 122-6KK32 1 1 039 A 8GK1 132-6KK32 1 1 039

1000/1050 A 8GK1 122-6KK42 1 1 039 A 8GK1 132-6KK42 1 1 039

1250/1300 C 8GK1 122-6KK52 1 1 039 C 8GK1 132-6KK52 1 1 039

1350/1400 250/300 C 8GK1 122-7KK12 1 1 039 A 8GK1 132-7KK12 1 1 039

500/550 A 8GK1 122-7KK22 1 1 039 A 8GK1 132-7KK22 1 1 039

750/800 A 8GK1 122-7KK32 1 1 039 A 8GK1 132-7KK32 1 1 039

1000/1050 A 8GK1 122-7KK42 1 1 039 A 8GK1 132-7KK42 1 1 039

1250/1300 C 8GK1 122-7KK52 1 1 039 A 8GK1 132-7KK52 1 1 039
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ALPHA 400 - DIN Wall-Mounted Distribution Boards
Pre-Assembled Unequipped Distribution Boards

8GK1 surface-mounting distribution boards, IP55

3/8 Siemens ET A1 · 10/2009
* You can order this quantity or a multiple thereof.

3 ■ Overview
• Cabinet depth of 210 mm
• Degree of protection IP55
• Safety class 1 (protective conductor connection) or safety 

class 2 (total insulation)
• RAL 9016 (traffic white)

• Enclosure pre-assembled with door and rotary handle, 
which can be replaced by other locking systems. Distribution 
boards with a width of 750 mm/800 mm or more will be 
supplied with a double door.

• Flanges: per panel width: one 2-component flange each at the 
top and bottom

■ Selection and ordering data

For quick-assembly kits and standard assembly kits, see pages 3/10 to 3/20.
For accessories, see page 3/23 ff.

Internal/external 
dimensions

Panel width Surface-mounting distribution boards, IP55

DT Safety class 1 PU PS*/
P. unit

PG DT Safety class 2 PU PS*/
P. unit

PG

Height Width Order No. Price 
per PU

Order No. Price 
per PU

mm mm Unit(s) Unit(s) Unit(s) Unit(s)

900/950 250/300 A 8GK1 123-4KK12 1 1 039 C 8GK1 133-4KK12 1 1 039

500/550 A 8GK1 123-4KK22 1 1 039 A 8GK1 133-4KK22 1 1 039

750/800 A 8GK1 123-4KK32 1 1 039 C 8GK1 133-4KK32 1 1 039

1000/1050 C 8GK1 123-4KK42 1 1 039 C 8GK1 133-4KK42 1 1 039

1250/1300 C 8GK1 123-4KK52 1 1 039 C 8GK1 133-4KK52 1 1 039

1050/1100 250/300 C 8GK1 123-5KK12 1 1 039 A 8GK1 133-5KK12 1 1 039

500/550 C 8GK1 123-5KK22 1 1 039 C 8GK1 133-5KK22 1 1 039

750/800 C 8GK1 123-5KK32 1 1 039 C 8GK1 133-5KK32 1 1 039

1000/1050 C 8GK1 123-5KK42 1 1 039 C 8GK1 133-5KK42 1 1 039

1250/1300 C 8GK1 123-5KK52 1 1 039 C 8GK1 133-5KK52 1 1 039

1200/1250 250/300 C 8GK1 123-6KK12 1 1 039 C 8GK1 133-6KK12 1 1 039

500/550 A 8GK1 123-6KK22 1 1 039 C 8GK1 133-6KK22 1 1 039

750/800 A 8GK1 123-6KK32 1 1 039 C 8GK1 133-6KK32 1 1 039

1000/1050 C 8GK1 123-6KK42 1 1 039 C 8GK1 133-6KK42 1 1 039

1250/1300 C 8GK1 123-6KK52 1 1 039 C 8GK1 133-6KK52 1 1 039

1350/1400 250/300 A 8GK1 123-7KK12 1 1 039 C 8GK1 133-7KK12 1 1 039

500/550 A 8GK1 123-7KK22 1 1 039 C 8GK1 133-7KK22 1 1 039

750/800 A 8GK1 123-7KK32 1 1 039 A 8GK1 133-7KK32 1 1 039

1000/1050 A 8GK1 123-7KK42 1 1 039 C 8GK1 133-7KK42 1 1 039

1250/1300 C 8GK1 123-7KK52 1 1 039 C 8GK1 133-7KK52 1 1 039
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ALPHA 400 - DIN Wall-Mounted Distribution Boards
Pre-Assembled Unequipped Distribution Boards

8GK1 flush-mounting distribution boards

3/9Siemens ET A1 · 10/2009
* You can order this quantity or a multiple thereof.

3■ Overview
• Cabinet depth of 210 mm
• Degree of protection: IP31 (flush-mounting design comes with 

an integrated masking frame)
• Safety class 1 (protective conductor connection) or safety 

class 2 (total insulation) 
• RAL 9016 (traffic white)
• Enclosure pre-assembled with door and rotary handle, 

which can be replaced by other locking systems. Distribution 
boards with a width of 750/800 mm or more will be supplied 
with a double door.

• Flanges: 
- Safety class 1 is delivered without flange
- Safety class 2 include a 1-component flange, top and bottom

Note: Wall anchors are included in delivery with flush-mounting 
distribution boards. 

■ Selection and ordering data

For quick-assembly kits and standard assembly kits, see pages 3/10 to 3/20.
For accessories, see page 3/23 ff.

Internal/external 
dimensions

Panel width Flush-mounting distribution boards, IP31

DT Safety class 1 PU PS*/
P. unit

PG DT Safety class 2 PU PS*/
P. unit

PG

Height Width Order No. Price 
per PU

Order No. Price 
per PU

mm mm Unit(s) Unit(s) Unit(s) Unit(s)

750/800 250/300 C 8GK1 121-3KK12 1 1 039 C 8GK1 131-3KK12 1 1 039

500/550 C 8GK1 121-3KK22 1 1 039 C 8GK1 131-3KK22 1 1 039

750/800 C 8GK1 121-3KK32 1 1 039 A 8GK1 131-3KK32 1 1 039

1000/1050 C 8GK1 121-3KK42 1 1 039 C 8GK1 131-3KK42 1 1 039

1250/1300 C 8GK1 121-3KK52 1 1 039 C 8GK1 131-3KK52 1 1 039

900/950 250/300 C 8GK1 121-4KK12 1 1 039 C 8GK1 131-4KK12 1 1 039

500/550 A 8GK1 121-4KK22 1 1 039 C 8GK1 131-4KK22 1 1 039

750/800 C 8GK1 121-4KK32 1 1 039 C 8GK1 131-4KK32 1 1 039

1000/1050 C 8GK1 121-4KK42 1 1 039 C 8GK1 131-4KK42 1 1 039

1250/1300 C 8GK1 121-4KK52 1 1 039 C 8GK1 131-4KK52 1 1 039

1050/1100 250/300 C 8GK1 121-5KK12 1 1 039 C 8GK1 131-5KK12 1 1 039

500/550 C 8GK1 121-5KK22 1 1 039 C 8GK1 131-5KK22 1 1 039

750/800 C 8GK1 121-5KK32 1 1 039 C 8GK1 131-5KK32 1 1 039

1000/1050 C 8GK1 121-5KK42 1 1 039 C 8GK1 131-5KK42 1 1 039

1250/1300 C 8GK1 121-5KK52 1 1 039 C 8GK1 131-5KK52 1 1 039

1200/1250 250/300 A 8GK1 121-6KK12 1 1 039 C 8GK1 131-6KK12 1 1 039

500/550 C 8GK1 121-6KK22 1 1 039 C 8GK1 131-6KK22 1 1 039

750/800 C 8GK1 121-6KK32 1 1 039 C 8GK1 131-6KK32 1 1 039

1000/1050 C 8GK1 121-6KK42 1 1 039 C 8GK1 131-6KK42 1 1 039

1250/1300 C 8GK1 121-6KK52 1 1 039 C 8GK1 131-6KK52 1 1 039

1350/1400 250/300 C 8GK1 121-7KK12 1 1 039 C 8GK1 131-7KK12 1 1 039

500/550 C 8GK1 121-7KK22 1 1 039 C 8GK1 131-7KK22 1 1 039

750/800 C 8GK1 121-7KK32 1 1 039 C 8GK1 131-7KK32 1 1 039

1000/1050 C 8GK1 121-7KK42 1 1 039 C 8GK1 131-7KK42 1 1 039

1250/1300 C 8GK1 121-7KK52 1 1 039 C 8GK1 131-7KK52 1 1 039
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ALPHA 400 - DIN Wall-Mounted Distribution Boards
Quick-Assembly Kits for Unequipped Distribution Boards
8GK4 quick-assembly kits
for modular installation devices

3/10 Siemens ET A1 · 10/2009
* You can order this quantity or a multiple thereof.

3 ■ Overview

Quick-assembly kits are pre-assembled cabinet-high system 
components for the most common applications. These kits come 
complete with longitudinal stays and are simply snapped into 

the unequipped distribution boards of the respective mounting 
height, thanks to the time-saving quick-locking technology.

■ Selection and ordering data

External 
dimensions

Tiers/
MW

Quick-assembly kits for modular installation devices

DT Tier spacing of 125 mm, 
with N/PE bar

PU PS*/
P. unit

PG DT Tier spacing of 150 mm, 
without N/PE bar

PU PS*/
P. unit

PG

Height Width Order No. Price 
per PU

Order No. Price 
per PU

mm mm Unit(s) Unit(s) Unit(s) Unit(s)

8GK4 001-
4KK22

600 250 4/48 A 8GK4 001-4KK11 1 1 039 --

500 8/96 A 8GK4 001-4KK22 1 1 039 --

8GK4 001-
5KK22

750 250 5/60 A 8GK4 001-5KK11 1 1 039 --

500 10/120 A 8GK4 001-5KK22 1 1 039 --

8GK4 001-
6KK22

900 250 6/72 A 8GK4 001-6KK11 1 1 039 A 8GK4 051-6KK11 1 1 039

A 8GK4 003-6KK11 1 1 039 --
(with 2 N/PE bars)

500 12/144 A 8GK4 001-6KK22 1 1 039 A 8GK4 101-6KK22 1 1 039
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ALPHA 400 - DIN Wall-Mounted Distribution Boards
Quick-Assembly Kits for Unequipped Distribution Boards

8GK4 quick-assembly kits
for modular installation devices

3/11Siemens ET A1 · 10/2009
* You can order this quantity or a multiple thereof.

3

The quick-assembly kits with a width of 250 mm are equipped with 7.5 mm standard mounting rails. 
The quick-assembly kits with a width of 500 mm are equipped with 15 mm standard mounting rails.
For accessories, see page 3/23 ff.

External 
dimensions

Tiers/
MW

Quick-assembly kits for modular installation devices

DT Tier spacing of 125 mm, 
with N/PE bar

PU PS*/
P. unit

PG DT Tier spacing of 150 mm, 
without N/PE bar

PU PS*/
P. unit

PG

Height Width Order No. Price 
per PU

Order No. Price 
per PU

mm mm Unit(s) Unit(s) Unit(s) Unit(s)

8GK4 001-
7KK11

1050 250 7/84 A 8GK4 001-7KK11 1 1 039 A 8GK4 051-7KK11 1 1 039

B 8GK4 003-7KK11 1 1 039 --
(with 2 N/PE bars)

500 14/168 A 8GK4 001-7KK22 1 1 039 A 8GK4 101-7KK22 1 1 039

8GK4 001-
8KK12

1200 250 8/96 A 8GK4 001-8KK12 1 1 039 A 8GK4 101-8KK12 1 1 039

} 8GK4 003-8KK12 1 1 039 --
(with 2 N/PE bars)

500 16/192 A 8GK4 001-8KK22 1 1 039 A 8GK4 101-8KK22 1 1 039

8GK4 002-
8KK12

1350 250 9/108 A 8GK4 002-8KK12 1 1 039 B 8GK4 102-8KK12 1 1 039

A 8GK4 003-8KK13 1 1 039 --
(with 2 N/PE bars)

500 18/216 A 8GK4 002-8KK22 1 1 039 A 8GK4 102-8KK22 1 1 039
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ALPHA 400 - DIN Wall-Mounted Distribution Boards
Quick-Assembly Kits for Unequipped Distribution Boards

8GK4 quick-assembly kit combinations

3/12 Siemens ET A1 · 10/2009
* You can order this quantity or a multiple thereof.

3 ■ Overview
• Terminal compartment height: 300 mm
• Quick-assembly kits are pre-assembled cabinet-high system 

components for the most common applications. These kits 

come complete with longitudinal stays and are simply snapped 
and can be simply snapped into the unequipped distribution 
boards of the respective mounting height.

■ Selection and ordering data

The quick-assembly kits with a width of 250 mm are equipped with 7.5 mm standard mounting rails. 
The quick-assembly kits with a width of 500 mm are equipped with 15 mm standard mounting rails.
For accessories, see page 3/23 ff.

■ Selection and ordering data

Version DT Order No. Price 
per PU

PU PS*/
P. unit

PG

Unit(s) Unit(s)

Quick-assembly kit combinations, tier spacing 150 mm, 
without N-/PE-bar

Type External dimensions 
in mm

Height Width

8GK4 103-6KK12

• For terminal blocks, modular in-
stallation devices and 3NP40 70 
fuse switch disconnectors

900 250 B 8GK4 103-6KK12 1 1 039
1050 250 B 8GK4 103-7KK12 1 1 039
1200 250 B 8GK4 103-8KK12 1 1 039
1350 250 B 8GK4 104-8KK12 1 1 039

8GK4 105-6KK12

• For terminal blocks, modular in-
stallation devices and unequipped 
panels

900 250 B 8GK4 105-6KK12 1 1 039
500 B 8GK4 105-6KK22 1 1 039

1050 250 B 8GK4 105-7KK12 1 1 039
500 B 8GK4 105-7KK22 1 1 039

1200 250 B 8GK4 105-8KK12 1 1 039
500 B 8GK4 105-8KK22 1 1 039

1350 250 B 8GK4 106-8KK12 1 1 039
500 B 8GK4 106-8KK22 1 1 039

Assembly Kits for Unequipped Distribution Boards

8GK4 longitudinal stays

Version DT Order No. Price 
per PU

PU PS*/
P. unit

PG

Unit(s) Unit(s)

Longitudinal stays
• To mount the assembly kits in unequipped distribution 

boards, two longitudinal stays are required for each 
assembly kit width

• 1 set = 2 stays

Height in mm

600 A 8GK4 851-4KK00 1 set 1 set 039
750 A 8GK4 851-5KK00 1 set 1 set 039
900 A 8GK4 851-6KK00 1 set 1 set 039

1050 A 8GK4 851-7KK00 1 set 1 set 039
1200 A 8GK4 851-8KK00 1 set 1 set 039
1350 A 8GK4 852-8KK00 1 set 1 set 039
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ALPHA 400 - DIN Wall-Mounted Distribution Boards
Assembly Kits for Unequipped Distribution Boards

8GK4 assembly kits
for modular installation devices

3/13Siemens ET A1 · 10/2009
* You can order this quantity or a multiple thereof.

3■ Overview
• Assembly kits for individual and project-related assembly, 

comprising: equipment racks, front cover including supports, 
screws and mounting accessories

• Dimensions of assembly kits (mm):
- Height: 150, 300, 450, 600
- Width: 250, 500, 750
- Panel-size grid dimensions H × W: 150 × 250

• The front cover is sealable as standard 
and the quick-acting locking technique facilitates fast and re-
liable mounting on the supports

Note: To mount the assembly kits in unequipped distribution 
boards, 2 longitudinal stays are required per assembly kit. 
These must be ordered separately (see page 3/12).

■ Selection and ordering data

The assembly kits with a width of 250 mm are equipped with 7.5 mm standard mounting rails. 
The assembly kits with a width of 500/750 mm are equipped with 15 mm standard mounting rails.
For accessories, see page 3/23 ff.

External 
dimensions

Tiers/
MW

Assembly kits for modular installation devices

DT Tier spacing of 125 mm, 
without N/PE bar

PU PS*/
P. unit

PG DT Tier spacing of 150 mm, 
without N/PE bar

PU PS*/
P. unit

PG

Height Width Order No. Price 
per PU

Order No. Price
per PU

mm mm Unit(s) Unit(s) Unit(s) Unit(s)

8GK4 351-1KK12

150 250 1/12 -- A 8GK4 351-1KK12 1 1 039

500 1/24 -- A 8GK4 351-1KK22 1 1 039

750 1/36 -- A 8GK4 351-1KK32 1 1 039

8GK4 351-2KK12

300 250 2/24 A 8GK4 301-2KK12 1 1 039 A 8GK4 351-2KK12 1 1 039

500 2/48 A 8GK4 301-2KK22 1 1 039 A 8GK4 351-2KK22 1 1 039

750 2/72 -- A 8GK4 351-2KK32 1 1 039

8GK4 351-3KK12

450 250 3/36 A 8GK4 301-3KK12 1 1 039 A 8GK4 351-3KK12 1 1 039

500 3/72 A 8GK4 301-3KK22 1 1 039 A 8GK4 351-3KK22 1 1 039

750 3/108 -- A 8GK4 351-3KK32 1 1 039

8GK4 351-4KK12

600 250 4/48 A 8GK4 301-4KK12 1 1 039 A 8GK4 351-4KK12 1 1 039

500 4/96 A 8GK4 301-4KK22 1 1 039 A 8GK4 351-4KK22 1 1 039

750 4/144 -- A 8GK4 351-4KK32 1 1 039
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